“Perfect Counters of High Quality and Reliability for the
Gaming Industry”

“For over 60 years, Line Seiki has served the everyday need to count,
measure and monitor various activities with its wide range of industrial
counters. As a pioneer in counting technology, we have perfected the
science and art of measurements.”

www.LINESEIKI.COM will continue to supply high-quality and reliable
counters and meters to the Gaming Industry. Please visit us at the
Global Gaming Expo booth number 3425. olobal @
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MZ /| Gaming Counters

B Reliable Quality
B 10 million count min life 10044,
B 20 Hz counting speed
B 12 VDC and 24 VDC are available mz712
B Factory Direct e
B Competitively priced
B UL recognized, RoHS compliant 1004y,
B Industry leader :
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Bl Contact Info
Richard Cousin / Sales Representative Line Seiki Co., Ltd.
Bontrol Systems
Tel: 925-256-1414 37-7, Chuo-Cho, 2-Chome, Meguro-Ku,
E-mail: rich@bontrolsystems.com Tokyo 152-0001 Japan

6680 Alhambra Avenue #124, Martinez CA 94553

WWW.LINESEIKI.COM
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H Models
Mz - O0O0- 0O

it ‘ Voltage

Dig
6 : 6 digits 12V : 12 VDC
7 : 7 digits 24V : 24 VDC

Mounting & Connection

00 : Rear/ Lead wire
20 : Base (Horizontal) / Lead wire 00000
30 : Behind Panel (Screw) / Lead wire
40 : Base (Vertical) / Lead wire
70 : Panel (Snap-in) / Lead wire
02 : Rear (Mounting Pitch : 0.59" [15 mm]) / Terminal Pins (Pitch =0.5" [12.7 mm])
12 : Rear (Mounting Pitch : 0.79" [20 mm]) / Terminal Pins (Pitch =0.39" [10 mm])
B Specifications
Digit Size 6 digits : 0.12 x 0.08 " [3.0 x 2.0 mm] / 7 digits : 0.12 x 0.06 " [3.0 x 1.6 mm] (white on black)
Power Source 12 VDC, 24 VDC
Allowable Voltage Fluctuation -15 % to +10 %
Power Consumption 1.2W
Continuous Energizing  Permissible
Count Method One Pulse - One Count (Energizing - %2 count, De-energized - %2 count )
Count Speed 10 Hz, 20 Hz max.
Pulse Width 50 ms min.
Make (Duty) 1:1
Count Life 6 digits : 3,000,000 counts minimum / 7 digits : 10,000,000 counts minimum
Reset None
Connection Lead wire 9.84 " [250 mm] / Terminal : Pin

Ambient Temp. : Operating 23 to 104 °F [-5 to +40 °C] (Should not be frozen)
Ambient Humid. : Operating 85 %RH max. (Non-condensing)

Test Voltage 1,500 VAC for 1 minute

Insulation Resistance 50 MQ minimum (500 VDC Megger)

Vibration Destruction : 16.7 Hz : Double Amplitude 0.16 " [4 mm]
Malfunction : 10 to 55 Hz : Double Amplitude 0.02 " [0.5 mm]

Shock Destruction : 30 G
Malfunction : 5 G

Structure Cover : Plastic (Black) / Base: Steel

Weight Approx. 1.06 0z [30 g]

Compliance CE, RoHS, UL
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